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Abstract
An elastic bilayer, consisting of an equibiaxially pre-stretched sheet bonded to a stress-free one, sponta-
neously morphs into curved shapes in the absence of external loads or constraints. Using experiments and
numerical simulations, we explore the role of geometry for square and rectangular samples in determining the
equilibrium shape of the system, for a fixed pre-stretch. We classify the observed shapes over a wide range
of aspect ratios according to their curvatures and compare measured and computed values, which show good
agreement. In particular, as the bilayer becomes thinner, a bifurcation of the principal curvatures occurs,
which separates two scaling regimes for the energy of the system. We characterize the transition between
these two regimes and show the peculiar features that distinguish square from rectangular samples. The
results for our model bilayer system may help explaining morphing in more complex systems made of active
materials.
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1. Introduction
This paper is part of a broader programme to try and acquire a thorough understanding of morphing
in elastic structures made of active materials through the use of model systems. In particular, we are
interested in model systems that are easily manufactured in a laboratory and easy to reproduce in numerical
simulations based on the finite element method. Our plan is to use the results obtained with the study of
the model system to address similar questions of shape programming in more complicated physical systems.
These are systems that undergo heterogenous spontaneous deformations as a consequence of, say, phase
transformations, swelling due to the absorption of a liquid, or in response to either thermal or electromagnetic
stimuli.
The study of shape changes induced by a heterogeneous response to external stimuli in thin structures
has a long history. Among the classical contributions regarding the thermal buckling of a bimetallic strip
or disc, we refer to [34] and [15]. Variants of this problem are the study of thermal-induced delamination
and blistering of solid thin film coatings deposited over solid substrates (see, e.g. [16, 17]), or morphing
through the use of martensitic thin films (e.g., made of shape-memory-alloys [8]) or of semiconductor bilayers
deposited using molecular beam epitaxy [11]. While predicting and controlling a shape change of a given
system is interesting in itself, these shape changes can be exploited to perform useful functions like, for
example, the use of bimetallic strips as thermostats [34], pumping fluid in a micro-fluidic circuit [8], or for
the locomotion of soft, bioinspired micro-robots [13, 14, 30].
The problem of exploiting material heterogeneities to induce controlled shape changes as a response to an
external, spatially homogeneous stimulus, has received considerable attention in recent years. Often, shape
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is controlled by generating curvature in thin structures. In the classical application of bimetallic strips,
the difference between thermal expansion coefficients of the two metals generates differential strains along
the thickness direction, and hence elastic curvature. A different principle exploits spontaneous curvature
arising from strain variations in the mid-plane of a plate. This mechanism is based on the Gauss’ Theorema
Egregium [6, 22]. Both curvature-generating principles can be implemented in polymer gels [21, 24, 25,
29, 31, 32] and in Liquid Crystal Elastomers, an interesting polymeric (hence soft) active material which
is receiving increasing attention [2, 3, 4, 27, 28]. Some of the interesting spontaneous morphing behaviour
of Liquid Crystal Elastomers can be reproduced in pre-stretched bilayers, made of simple (i.e., not-active)
elastic materials. It is shown in [1, 7, 12] that, by “engineering” the prestretch in each of the two layers
of a bilayer one can reproduce different structural models, such as bistable shells and shells with very low
stiffness with the respect to twisting, as discussed in [19] and [18], respectively. Moreover, by shaping the
mid-plane of the bilayer in the form of a long, narrow rectangle, and varying the angle between the long axis
of the rectangle and the uniaxial prestretch direction in one of the layers, one can produce tunable helical
ribbons as in [10].
Inspired by [10], we study an elastic bilayer where an equibiaxially pre-stretched sheet is bonded to a
stress-free one. Free from constraints or applied loads, such a system spontaneously relaxes to a curved
equilibrium by developing differential strains along the thickness. Previous studies have focused on the role
of strain mismatch in determining the equilibrium shape, which was induced by different thermal expansion
coefficients [26, 34], swelling factors [32] or pre-stretches [15], or by combining an electrically-active layer
with a passive one [5]. Here, by combining experiments on latex samples and numerical simulations, we
explore instead the role of sample geometry for a fixed pre-stretch. In particular, as the width-to-thickness
ratio varies, the system shows a bifurcation of the equilibrium path, which we track by measuring the
principal curvatures. Interestingly, we find that the transition is continuous for squares and discontinuous
for rectangles, in terms of the difference between the principal curvature. Moreover, we report a shift in
the onset of the transition towards higher values of the width-to-thickness ratio for squares as compared to
rectangular samples. More generally, we provide a quantitative comparison between theory and experiments
over a wide range of aspect ratios and a classification of the shapes, which have not been reported previously.
The paper is organized as follows. In Section 2 we introduce the theoretical model describing the elasticity
of the bilayer, the numerical procedures for the computation of the equilibrium paths, and the experimental
protocol for the preparation of latex bilayers. In Section 3 we present and compare experimental and
numerical results concerning the curvatures of the observed shapes for various aspect ratios. Finally, in
Section 4 we draw some conclusions and indicate possible future directions.
2. Materials and Methods
We consider a bilayer of length L, width W and total thickness H ′ consisting of two thin, elastic sheets
of the same material and bonded together (Figure 1a). The bottom sheet has been pre-stretched before
bonding, such that, in the absence of applied tractions or constraints, the flat configuration is not an
equilibrium. Thus, the system spontaneously deforms into a three-dimensional configuration by partially
releasing the elastic energy stored in the pre-stretched layer. To characterize the emergent equilibrium
shapes, we establish in the following a theoretical model accounting for the elasticity of the system and
describe the computational strategy for its solution.
2.1. Theoretical modeling and numerical procedures
Following a modeling approach close to that reported in [20], we account for the pre-stretch of the bottom
layer by means of the multiplicative decomposition of the deformation gradient Fn from the natural state
Bn of the system into its current equilibrium configuration Bt as Fn = FFs, where
• Fs is the deformation gradient describing the application of the pre-stretch and the bonding of the
sheets starting from the natural state, where the sheets are separate and undeformed;
• F = I+∇u is the deformation gradient from the reference configuration to the current configuration,
with u the corresponding displacement field.
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Figure 1: (a) Sketch of the reference configuration of the system and the global reference frame. The colored sheet is pre-
stretched equibiaxially in the plane xOy. (b) Decomposition of the deformation process from the natural state to the current
configuration.
This decomposition and the relations among the configurations are schematically depicted in Figure 1b.
Consistent with the experiments, we assume that the bottom sheet is pre-stretched equibiaxially in the xOy
plane while allowing for thickness contraction, so that the deformation gradient Fs is represented as
Fs = λ(e1 ⊗ e1 + e2 ⊗ e2) + λ3e3 ⊗ e3 , (1)
where λ and λ3 the in-plane and out-of-plane stretches, respectively. The current equilibrium configuration
is determined by the balance of forces that, in the absence of inertia and external loads, reads∫
B
S · ∇u˜ dV = 0 , (2)
where u˜ is a kinematically admissible test displacement field and S is the Piola-Kirchhoff stress tensor in the
reference configuration. As for the constitutive equations, we model the sheets as compressible neo-Hookean
materials, characterized by the following representation of the free energy density ψn in the natural state [9]
ψn (Fn) =
G
2
(Fn · Fn − 3− 2 log Jn) + Λ
2
(log Jn)
2 , (3)
where Jn = detFn, whereas G and Λ are the Lame´ moduli of the material. From this expression the energy
density ψ per unit reference volume may be readily computed as ψ(F) = ψn(FFs)/Js, with Js = detFs, and
the corresponding referential stress is given by
S =
∂ψ
∂F
=
G
Js
(
FFsF
T
s − F−T
)
+
Λ
Js
log (JJs)F
−T, (4)
where J = detF. Upon noting that the surfaces of the bottom layer with normal ± e3 are traction-free as
the pre-stretch is introduced, the principal stretch λ3 of eq. (1) can be computed by exploiting the boundary
condition Se3 · e3 = 0, leading to
G(λ23 − 1) + Λ log (λ2λ3) = 0 . (5)
We solved eq. (2) together with the constitutive equations (3)-(4) numerically by the finite element
method, the displacement field u being the only unknown of the problem, which we discretized using
quadratic shape functions. Specifically, the commercial software COMSOL Multiphysics (version 5.2a) was
employed for the implementation, and a structured mesh of hexahedral elements was used, locally refined
at the boundaries to capture boundary layers. To reduce computational costs, symmetry conditions were
enforced on the two cross-sections of the body in the xOz and yOz planes and zero vertical displacement was
imposed at the origin O to remove rigid body motions. The simulations were set using physical parameters
of E = 1.4 MPa and ν = 0.49 for the Young’s modulus and Poisson’s ratio, respectively, which correspond to
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the material parameters of the latex sheets used in the experiments. Standard relations from elasticity theory
allow then to compute the Lame´ moduli as: G = E/2(1 + ν),Λ = Eν/(1 + ν)(1− 2ν). The total thickness
of the unstretched sheets in the natural state was set to H = 0.7 mm and the in-plane stretch to λ = 1.075.
Notice that the total thickness of the bilayer after application of the pre-stretch is H ′ = (1 + λ3)H/2.
As usual in non-linear problems, solving the weak formulation of eq. (2) required the use of a continuation
strategy to attain the desired pre-stretch. Specifically, the amount of pre-stretch was ramped linearly in time,
which here plays the role of a load parameter, so that at t = 0 the reference configuration coincides with the
unstretched equilibrium. To avoid re-meshing of the reference configuration due to the change of thickness
with pre-stretch as dictated by eq. (5), the z–coordinate in the pre-stretched layer was non-dimensionalized
by a factor of λ3 and appropriate scaling of the governing equations was performed, as well, so that the
problem could be solved on a computational domain of fixed thickness H. At every time step, the non-linear
algebraic problem stemming from the discretization of eq. (2) was solved using Newton’s method.
To explore the landscape of equilibrium shapes obtainable by varying the aspect ratios of the bilayer for
a fixed pre-stretch, we performed a parametric sweep in L/W and W/H. Above a certain threshold value
of W/H, a bifurcation in the principal curvatures of the equilibrium configuration occurs. By this we mean
that, for small values of W/H, equilibrium shapes are characterized by principal curvatures differing only
slightly (in fact, the two principal curvatures are exactly equal for square samples, L/W = 1). Above a
threshold value of W/H, equilibrium shapes show two easily distinguishable, different principal curvatures.
Near the bifurcation the system is very sensitive to variations in pre-stretch and exhibits abrupt curvature
changes. We overcame the convergence problems of the numerical procedure related to these sharp changes
by transforming the quasi-static continuation problem into a pseudo-dynamic problem with the addition of
a viscous damping term into the weak form (2). The variable-order (1-5) backward differentiation formula
(BDF) was chosen as a time-stepping algorithm. The damping coefficient was tuned in such a way that
the kinetic energy was negligible with respect to the elastic energy in the current configuration. Finally, to
select a post-bifurcation equilibrium path, we employed two pre-stretch continuation paths that consisted,
respectively, in increasing first the pre-stretch in the x–direction and then in the y–direction, and vice-versa.
2.2. Experimental setting
We employed a fairly simple experimental setting to obtain lab samples. Latex sheets of thickness
0.35 mm (from Modulor GmbH, models 4500328-002:018) and liquid, spray adhesive (from Extrema Inter-
national Srl, model ext-pf-075) were all the essential ingredients we needed. A custom-made apparatus
was designed and constructed for the stretching of the latex sheets. This consisted in four, independent
aluminium bars of ‘C-shaped’ cross section and included 3D-printed, custom-designed grips that were used
to pull on a sheet of latex. A colour coding was employed to indicate whether a sheet was pre-stretched or
not. Specifically, blue was chosen to distinguish the pre-stretched bottom layer from the white latex strips
that remained unstretched, see the sketch of Figure 2b.
 
 
a b
Figure 2: Sketch of the procedure employed to realize pre-stretched bilayer samples. (a) Equibiaxial stretching of a blue latex
sheet by a controlled amount λ = 1.075. (b) Gluing of white unstretched strips of latex and cutting out of bilayer strips.
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Using the same setting as for the experiments, we first measured the Poisson’s ratio of latex. We
drew a square grid on a latex sample and then stretched it in one direction, while allowing for its lateral
contraction. Thereby, the squares of the grid elongated along the stretching direction and shrunk in the
orthogonal one, thus deforming into rectangles. By measuring the ratio of the lateral to longitudinal strain
from the squares sides, we estimated a Poisson’s ratio of ν = 0.49. This is consistent with values available
from the literature [10], which also reports a Young’s modulus for latex of 1.4 MPa. As for the preparation of
bilayer samples, we employed the following procedure. First, we drew a square grid on a sheet of blue latex.
By setting the 3D-printed grips at the distance of 50 mm from one another and by using the custom-made
apparatus, we stretched the sheet equibiaxially by a prescribed amount. In particular, a stretch of 1.075
was chosen for the present study. During this step, the grid was exploited to control the magnitude of the
pre-stretch and to make sure that the latex sheet was in a state of homogeneous deformation (Figure 2a).
Next, we glued 50 mm wide strips of white latex on top of the pre-stretched layer, and let the spray adhesive
dry for three hours to achieve optimal bond strength. Finally, we cut out bilayer strips of white and blue
latex and from these obtained a range of lab samples of various dimensions (Figure 2b). As regards the total
thickness of the samples, this was dictated by the procedure just described. From samples of unstretched
glued bilayer, we measured an average thickness of 0.7 mm, being negligible the contribution from the
adhesive film. Depending on their length to width ratio, L/W , and width to thickness ratio, W/H, the
samples deformed into different shapes, as described in the following section.
3. Results and discussion
In the computational and experimental investigation of how the aspect ratios W/H and L/W affect the
equilibrium configuration of the bilayer, we have observed a variety of shapes that we classify as follows.
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Figure 3: Shapes observed in experiments and computed from simulations for 14 ≤W/H ≤ 43 and for L/W = 1 (first column),
L/W = 3 (second and third columns). Numbering of the samples conforms to the measurements of the curvatures reported in
Table 1. The scale bar corresponds to 10 mm.
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Figure 4: Shapes observed in experiments and computed from simulations for 3.5 ≤W/H ≤ 10 and for L/W = 1 (first column),
L/W = 3 (second column). Numbering of the samples conforms to the measurements of the curvatures reported in Table 1.
The scale bar corresponds to 10 mm.
Spherical caps are samples that have almost identical, non-zero principal curvatures. Tubes/cylindrical caps
and rings are shapes characterized by having only one principal curvature of appreciable magnitude along the
width and the length, respectively. Barrels are analogues of rings: they mainly bend along the length, but
have a lower curvature along the width, as well. Finally, we call bananas the samples with a predominant
curvature along the width and a smaller but appreciable curvature along the length. A gallery of these
shapes is illustrated in Figures 3-4, which demonstrate the qualitative agreement between experiments and
simulations. The observed and computed shapes show a prominent feature: below a certain threshold of
W/H located between 10 and 14, samples exhibit only one type of configuration, i.e. spherical caps turning
into barrels as the bilayer becomes wider (or equivalently thinner), while above such a threshold they can
deform either into bananas or rings, with bananas evolving into cylindrical caps or tubes as W/H increases.
Beyond the threshold, square samples mainly bend along one of their two principal axes producing two set
of shapes that may be arbitrarily distinguished into bananas/tubes or barrels/rings. We remark that, as in
[32], we also observed square samples bending along their diagonals. These shapes are not reported in the
figures, as we decided to focus the present study on shapes that are symmetric with respect to the x and y
axes.
A quantitative characterization of the observed shapes and of the transition behavior came from the
measurement of the average curvatures κL and κW along the length and the width, respectively, of the
samples depicted in Figures 3-4. As regards the samples from the experiments, their average curvatures were
measured from calibrated pictures taken with a digital camera Canon EOS 6D equipped with an objective
EF 24-105 mm f/4L IS USM. The experimental and numerical results are summarized in Table 1 and show
good agreement over a wide range of aspect ratios, thus validating our theoretical model. Approaches based
on plate theory have rationalized the transition as the result of a trade-off between bending and stretching
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# W/H L/W shape κW (num.) κW (exp.) δW κL (num.) κL (exp.) δL
1 43 1 tube 219.3 228.3 4.1% 12.1 n/a n/a
2 43 3 tube 216.3 214.7 0.8% 3.1 n/a n/a
3 43 3 ring 12.6 n/a n/a 198.6 209.0 3.7%
4 21.5 1 cyl.cap 206.6 215.2 4.2% 19.0 n/a n/a
5 21.5 3 cyl.cap 223.7 201.7 9.8% 7.2 n/a n/a
6 21.5 3 ring 24.9 n/a n/a 206.9 182.3 11.9%
7 14 1 banana 174.9 177.7 1.6% 61.6 64.2 4.2%
8 14 3 banana 217.5 199.4 8.3% 23.4 20.3 13.1%
9 14 3 barrel 50.5 46.6 7.7% 192.6 203.4 5.6%
10 10 1 sph.cap 134.9 119.3 11.6% 134.9 128.0 5.1%
11 10 3 barrel 70.0 72.5 3.6% 162.2 179.1 10.4%
12 7 1 sph.cap 155.4 123.7 20.4% 155.4 152.0 2.2%
13 7 3 sph.cap 130.6 124.2 4.9% 138.0 129.7 6.0%
14 3.5 1 sph.cap 198.0 188.0 5.1% 198.0 190.0 4.0%
15 3.5 3 banana 170.0 162.8 4.2% 152.1 162.8 7.1%
Table 1: Comparison between experimental and numerical values of the average curvatures along the width, κW , and along the
length, κL, of the samples, for different values of the aspect ratios L/W and W/H (for L/W = 1 the identification of length
and width is, of course, arbitrary). All curvatures are in m−1. Relative differences δW and δL are computed with respect to
the numerical values. Experimental values of the smallest average principal curvatures for almost developable samples showing
concentrated curvature at the edges (i.e. cyl. caps/tubes and rings) are omitted (n/a), due to limited reproducibility of the
measurements as given by our method for curvature reconstruction.
energies: as the bilayer becomes thinner (wider in the present study), stretching energy dominates and is
thus minimized almost to zero while paying for increasing but less expensive bending energy [33].
To examine the transition more closely, we have represented the normalized curvature difference ∆κ =
(κW − κL)/(κW + κL) computed from simulations as a function of W/H, for typical square (L/W = 1)
and rectangular (L/W = 3) samples (Figure 5a,c). In terms of the normalized curvature difference, ∆κ = 0
indicates a sphere, whereas the upper and lower bounds ∆κ = ±1 indicate a ‘perfect’ tube (κL = 0) or
a ‘perfect’ ring (κW = 0), respectively. Further, ∆κ > 0 corresponds to bananas/tubes, while ∆κ < 0
corresponds to barrels/rings. The transition occurs at W/H ' 11.2 for L/W = 3 and at W/H ' 12.8 for
L/W = 1, and is marked by a bifurcation of the principal curvatures. While such a bifurcation is continuous
for squares, it shows peculiar features for rectangular samples. First, the equilibrium path barrel→ring is
smooth across the bifurcation, while the path barrel→banana→cylindrical cap→tube is discontinuous. We
believe this difference may correlate with the fact that rings are energetically preferred configurations as
opposed to bananas or tubes. Indeed, as discussed in [5], while both the ring and the banana/tube are
stable equilibria, the former has a lower energy than the latter due to boundary layers, where the energy
density is reduced. More precisely, the ring, being bent along the longer direction, will release more of the
energy stored along the edges than the tube, thus leading to a more favorable energy state. Furthermore, we
notice that pre-bifurcation square samples are spherical independently of W/H, while rectangular samples
continuously decrease the normalized curvature difference in progressing from bananas to barrels through
spherical configurations. This behavior may derive from the different structure of the boundary layers of
squares and rectangles, which may have a crucial impact on the stiffness of the system [23].
Another interesting feature that emerges from the analysis of the numerical results in Figure 5b,d is
a shift in the location of the critical value of W/H as L/W varies. For L/W < 3 the critical value of
W/H increases as L/W decreases, while for L/W > 3 the bifurcation threshold is independent of L/W . As
a result, for squares the bifurcation occurs for a wider object as compared to rectangles. Indeed, square
samples will less likely bifurcate into bananas/tubes since, differently from rectangular samples, they lack a
preferential direction for energy reduction through boundary layers. This delay of the onset of the transition
also manifests itself when a pre-stretch mismatch triggers the bifurcation, as reported in [5].
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Figure 5: Normalized curvature difference ∆κ as a function of W/H for square (a, L/W = 1) and rectangular (c, L/W = 3)
samples. The various shapes are indicated as: sph = spherical cap, ban = banana, bar = barrel, cyl.cap = cylindrical cap.
Normalized curvature difference ∆κ as a function of W/H and L/W , as obtained from numerical simulations following two
continuation paths for the pre-stretch: increase of pre-stretch along x and then along y (b) and vice-versa (d). The two paths
x→ y and y → x correspond, respectively, to the blue and red post-bifurcation branches in (a) and (c).
4. Conclusions and outlook
In this work, we have explored the equilibrium shapes of an elastic bilayer with one of the layers pre-
stretched equibiaxially, by combining experiments and numerical simulations. In particular, we have ana-
lyzed the effect of sample geometry on the principal curvatures and classified such shapes according to their
average curvatures. In particular, for a fixed value of pre-stretch, making the bilayer wider (or equivalently
thinner) determines a bifurcation of the principal curvatures, as the system transitions between bending-
dominated and stretching-dominated regimes. We believe that our study can shed some additional light on
the shape changes that occur in bilayers made of active materials, a phenomenon of interest in the framework
of shape programming applications. Future work includes a detailed analysis of the structure and energetics
of boundary layers, which could be carried out using plate or beam models. Moreover, a comprehensive
exploration of the shapes exhibited by square samples other than the x-y symmetric ones considered here
could be object of future studies.
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